


Aoraki / Mount Cook and Lake Pukaki. Mount Cook National Park, MacKenzie District, New Zealand.

It’s easier to appreciate the beauty of a glacial day, when you look forward to 
returning to a warm, welcoming home.  Welcome then to Firenzo, the home of
clean-burning wood stoves proudly manufactured in New Zealand. 

New Zealand has a worldwide reputation for its pristine environment, clean air 
and clear water.  With our thirty fi ve-year track record of manufacturing clean-
burning wood stoves, we like to think we’ve done our bit to keep it that way. 

We are now off ering our clean-burn technology, along with a little taste of 
New Zealand-made beauty, to the UK market.  But make no mistake, our wood 
stoves off er both beauty and brawn, and are built to last in a land where winter 
can play rough when it wants to.  

As one of New Zealand’s leading wood stove manufacturers, the Firenzo brand 
comes with a reputation for build quality and performance.  It is considered by 
many to be the benchmark against which others are measured.

We can off er you a range of wood stoves which not only provide exceptional 
heating performance and dependability, but which far exceed DEFRA 
exemption requirements, burns up to 80% cleaner than required.
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Top of the range.



Firenzo founder, Peter Hewitson, 

doesn’t like to feel even slightly cold.

Peter is originally from Darlington, County Durham. He emigrated to New Zealand 
in 1959 with wife Ellen.  Prior to leaving the UK, he was stationed for two years in 
Egypt with the RAF.

He started his life-long quest to build the perfect fi replace back in 1963. He 
replaced his ineffi  cient open fi re with a diesel burner and immediately started 
thinking about ways he could improve it.

His curiosity became a hobby, and that hobby became a business. Out of a shed in 
rural Hawke’s Bay, New Zealand, Peter developed a wood burning fi re that would 
eventually become the Lady Kitchener.

By the 1980s, Peter was working with secondary air research in his designs, 
developing technology for cleaner burning and more heat. Now all that invention 
and technological refi nement is captured in every Firenzo wood stove.



New Zealand has the highest proportion of protected land of all the OECD countries - 
over a third of its land area.  It is home to thirty marine reserves and fourteen national 
parks - including three world heritage sites.

Elijah Wood

There’s a real purity in New Zealand... 

It’s actually not an easy thing to fi nd 

in our world anymore.



Featuring a design with a wide appeal, this smaller, 
wood-burning stove combines great heat output 
with a handy cook top.  The large door off ers a 
lovely fl ame picture and creates a warm ambience 
in any room. Firenzo’s ground-breaking four-way 
air combustion system drives the Napier’s super-
effi  cient, clean-burning performance.

• Four-way combustion system for a superior burn

• Flat cast-iron top with steel fi rebox

• Double layer insulating fi rebox lining

• Cool-touch handle

• Cook top

• Primary air wash keeps glass clean

• Clean burn (tested up to 80% cleaner burning

than DEFRA exemption requirements)

• 10 year guarantee

• Minimum heat output 2.8 kW

• Nominal heat output 4.8 kW

• Maximum heat output 6.5 kW

• Will heat a room up to 90 m3

• Overnight burn (subject to fl ue and fuel)

Napier

APPROVED EN13240EXEMPT



No matter how widely we travel; how great our adventures,

we all need a place to call home.

Your home should be your sanctuary. Make it a place of warmth and comfort.



The Hastings is an attractive, mid-sized wood-
burning stove with an appealing fl ame picture, 
great heat output and a handy cook top.  Its super-
effi  cient, clean-burning performance is driven by 
Firenzo’s innovative four-way air combustion system. 
This stove requires no additional room ventilation.

• Flat cast-iron top with steel fi rebox

• 125mm or 150mm fl ue spigot

• Double layer of insulating lining in the fi rebox

• Cool-touch handle

• Cook top

• Primary air wash keeps glass clean

• Clean burn (up to 75% cleaner burning

than DEFRA exemption requirements)

• 10 year guarantee

• Minimum heat output 3.0 kW

• Nominal heat output 4.8 kW

• Maximum heat output 7.8 kW

• Will heat a room up to 110 m3

• Overnight burn (up to 10 hours)*

*subject to fl ue and fuel

Hastings

Exemption approval pending for the Hastings model. 
All other Firenzo models are DEFRA exempt.

APPROVED EN13240



Unspoilt wilderness teaches us that not everything has been discovered; not everything 
is known. It’s a great environment to innovators and adventurers. It says there is more to 
be done; there are better ways to do it. It underpins our philosophy at Firenzo.

Viggo Mortensen

When we shot ‘The Lord of the Rings’,

we had special permission to fi lm in wild areas 

that could be accessed only by helicopter.



This smaller, traditionally-styled wood burning 

stove provides great heat output along with a 

handy cook top.  The east/west (wide, not deep) 

confi guration off ers a lovely fl ame picture and 

creates a warm ambience in any room.

• Flat cast-iron top with steel fi rebox

• Double layer of insulating lining in the fi rebox

• Customisable exterior tiles

• Cool-touch handle

• Cook top

• Primary air wash keeps glass clean

• Clean burn (up to 75% cleaner burning

than DEFRA exemption requirements)

• 10 year guarantee

• 3.5 to 7.0 kW heat output

• Will heat a room up to 100 m3

Bronte

APPROVED EN13240EXEMPT



The hotter a stove burns, the cleaner it is.  Firenzo stoves burn very hot - with internal 
fi rebox temperatures reaching 1,000 degrees centigrade.  This ensures that more
particulates in the wood gases are consumed by the fi re before they exit through
the fl ue.  Result: happy neighbours and clear skies above.

Breathe easy.



The Aucklander wood burning stove has been 

designed to complement contemporary urban 

interior spaces.

With a cast iron plate beneath a decorative steel 

top, the Aucklander’s sleek design and elegant 

styling will capture attention and ensure you 

make a stylish design and lifestyle statement.

• Flat top

• Double layer of insulating lining in the fi rebox

• Customisable exterior tiles

• Cool-touch handle

• Granite ash slip

• Primary air wash keeps glass clean

• Clean burn (up to 80% cleaner burning

than DEFRA exemption requirements)

• 10 year guarantee

• 3.5 to 7.0 kW heat output

• Will heat a room up to 100 m3

• Radiant and convected heat

Aucklander

APPROVED EN13240EXEMPT



UK clean air legislation was initially introduced to deal with smogs caused by the widespread burning 
of coal.  Today DEFRA regulations seek to maintain air quality standards.  Firenzo wood-burning stoves 
exceed DEFRA requirements by up to 80%.

UK DEFRA emission standards are tough, 

but we beat them by a country mile.



With its heritage styling and generous cook top, 

the Contessa wood burning stove will be a talking 

point among guests.  The east/west (wide, not 

deep) confi guration ensures a non-obtrusive 

presence, while adding an undeniable touch of 

old-world charm.

• Flat cast-iron top and steel fi rebox

• Double layer of insulating lining in the fi rebox

• Customisable exterior tiles

• Cool-touch handle

• Cook top

• Primary air wash keeps glass clean

• Clean burn (up to 80% cleaner burning

than DEFRA exemption requirements)

• 10 year guarantee

• 4 to 10.7 kW heat output

• Will heat a room up to 150 m3

Contessa

APPROVED EN13240EXEMPT



Consider the environmental damage caused by a 
large-scale, invasive mining operation, or the vast 
resources required for a hydroelectric dam. Coal and 
gas reserves are fi nite - they cannot be replenished. 
Sustainably-managed forests, however, off er us a 
natural, carbon-neutral renewable energy source. 

Nature provides.



A very effi  cient north/south (deep, not wide) 

confi guration, with a large surface area, makes

this wood-burning stove a top performer in almost 

any interior. 

An impressive output, combined with a cook top  

(there’s enough room for a large frying pan) means 

you will be well-prepared for the longest winter.

• Flat cast-iron top with steel fi rebox

• Double layer of insulating lining in the fi rebox

• Customisable exterior tiles

• Cool-touch handle

• Cook top

• Primary air wash keeps glass clean

• Clean burn (up to 75% cleaner burning

than DEFRA exemption requirements)

• 10 year guarantee

• 4 to 10.9 kW heat output

• Will heat a room up to 150 m3

Lady Kitchener

APPROVED EN13240EXEMPT



Working with nature, not against her, is the only 
path towards a truly sustainable future.  Fire is an 
elemental resource that has served us since our
history began.

Natural Forces



Designed with the contemporary home in mind, 

we present the stylish Wellingtonian.  Underneath 

its sleek exterior beats the tried-and-tested heart 

of a Lady Kitchener engine.  A cast iron fi re top sits 

beneath the sleek steel top plate.  

Years of proven performance and outstanding 

effi  ciency are captured in a stylish design fi t for 

today’s modern home.

• Double layer of insulating lining in the fi rebox

• Customisable exterior tiles

• Cool-touch handle

• Primary air wash keeps glass clean

• Clean burn (up to 75% cleaner burning

than DEFRA exemption requirements)

• 10 year guarantee

• 4 to 10.9 kW heat output

• Will heat a room up to 150 m3

• Radiant and convected heat

Wellingtonian

APPROVED EN13240EXEMPT



Firenzo: built New Zealand tough.

Firenzo Clean Burn Technology

Insulation

Double layer insulation intensifi es the heat in the 
fi rebox, generating interior temperatures up to 1000 0C. 
Exterior tiles provide further insulation and allow greater 
placement options closer to combustible surfaces.

• Ceramic board lining
• Skamolex refractory bricks
• Ceramic refractory bricks

Combustion air is drawn from the room 
in to the fi rebox through the rear of the 
stove. The air is channeled between the 
fi rebox wall and the outer tiles where it 
is heated before entering the fi rebox.

Superheated gas is drawn up into the 
chamber above the fi rebox and heats 
those parts of the appliance that in 
turn heats the air.

The superheated gases largely stripped 
of particulates by the secondary burn 
process are drawn up the fl ue.

The primary air is drawn into the fi rebox 
through the large primary air tube and 
moves down over the glass as an air wash, 
keeping the glass clean.

As the fi rebox temperature rises, 
secondary air is drawn into the fi rebox 
through smaller intake tubes situated 
at the top of the fi rebox. This ensures 
the secondary combustion of wood 
gases and smoke particles.

Steel body and Stainless

Steel components
Robust all-steel fi rebox and furnace
grade stainless-steel air tubes.

Fluted cast-iron top

Heavy-duty fl uted cast-iron top plate 
absorbs heat from superheated gases 
moving through the top chamber and 
radiates it out into the room.

This combination of steel and cast iron 
provides the best of both worlds: an 
insulated fi rebox for a cleaner burn and 
slow-cooling top for extended heat 
output.

*Applies to fi rebox and castings. Note: Diagram shows clean-burn process in principle 
and is not intended to describe a specifi c model.
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Introducing: Four-Way Airfl ow

Developed in New Zealand, four-way airfl ow technology is a unique feature of our Napier 
(right) and Hastings models which turbo-charges the fi rebox creating remarkable heat 
output and exceptional effi  ciency

Although deceptively compact, both Napier and Hastings models punch well above their 
weight. Combined with a solid cast iron top (in both models) four-way airfl ow technology 
allows them to burn for between 8 and 10 hours depending on which model is installed, 
fuel quality and fl ue conditions.

The primary air source is drawn from the room 
into the stove through the front vents and feeds 
the embers. This air creates your fi re.

Air is channelled up the sides of the fi rebox 
where it is heated.  It then fl ows down in an 
‘air curtain’ over the glass, keeping it clean and 
providing a secondary source of air for your fi re. 

As the temperature rises, tertiary air feeds 
the fi re from the tube at the top of the stove. 
The high temperatures generated create a 
very clean burn. This is good news for the 
environment, and your neighbours!

A fourth air source is drawn in from a series of 
rear vents. This four-way air supply creates a 
stove which beats DEFRA standards by up to 
80% and, when combined with the cast iron 
top, will burn for up to 8 hours - subject to fuel 
and fl ue conditions.

Four-Way Airfl ow System



How they measure up:

Aucklander Heat Output: 3.0 to 7.0 kW   •   Effi  ciency: 73.9%

600mm 231/3 “ 480mm 19“

31 “

790mm

Maximum log size: 400mm / 16”

610mm 24 “ 465mm 181/3 “

282/3 “

730mm

Maximum log size: 450mm / 18”

Bronte Heat Output: 3.0 to 7.0 kW   •   Effi  ciency: 73.9%

Napier Heat Output: 2.8 to 4.8 kW   •   Effi  ciency: 76.3%

Maximum log size: 300mm / 12” 

350mm 133/4 “ 440mm 171/3 “

125mm or 150mm

5 “ or 6”

212/3“

550mm

Hastings Heat Output: 3.0 to 7.8 kW   •   Effi  ciency: 75.6%

Maximum log size: 406mm / 16”

600mm

540mm 211/4 “ 141/2“370mm

231/3 “

125mm or 150mm

5 “ or 6”



Designed to fi t almost any home.

Cheaper to install, easy to maintain.

Firenzo off er both wide and slender fi rebox confi gurations
to suit a variety of placement options.

The Lady Kitchener and Wellingtonian are good choices for rooms 
where width is an issue - a corner placement, for instance.

The Contessa off ers a generous glass area and would suit a larger 
fi replace setting or central placement.

Models feature a removable top plate, which allows access to the top baffl  le bricks.*

These freestanding fi res can be placed on a 12mm glass hearth, without the need for 
additional hearth construction.

Both Napier and Hastings models can be installed with either a 125mm / 5” 
or 150mm / 6” fl ue.  All other models take a 150mm / 6 inch fl ue.

*Excludes the Aucklander

Wellingtonian Heat Output: 4.0 to 10.9 kW   •   Effi  ciency: 73.5%

Maximum log size: 500mm / 20”

540mm 211/4 “ 670mm 261/3 “

341/2“

877mm

Lady Kitchener Heat Output: 4.0 to 10.9 kW   •   Effi  ciency: 73.5%

510mm 20 “ 650mm 252/3 “

302/3 “

780mm

Maximum log size: 500mm / 20”

Maximum log size: 450mm / 18”

638mm 25 “ 505mm 20 “

302/3 “

780mmm

Contessa Heat Output: 4.0 to 10.7 kW   •   Effi  ciency: 72.1%



Don’t just heat a room. 

Heat your home.



Thanks to the innovation of our original designs, the quality of 
components and the standard of assembly, highly effi  cient Firenzo 
wood stoves are an excellent environmentally-conscious choice.

Come home to a Firenzo wood stove, and rest assured.

• Wood is a renewable, carbon neutral heat source - it’s eff ectively stored solar energy.

• Burning wood effi  ciently and cleanly is a great environmentally aware way to heat your home.

It releases fewer emissions, produces more heat and uses less fuel than other heating systems.

• The key to a clean wood-burning stove is to combust the fuel completely and minimise emissions.

Our wood stoves not only meet, but exceed DEFRA exemption levels by up to 80%.

Throughout its life a tree absorbs Carbon Dioxide from 
the atmosphere and through photosynthesis gives off  
Oxygen as a bi product.

A tree emits the same amount of Carbon Dioxide 
when decomposing in the forest as it does when being 
burned as fi re wood.



APPROVED EXEMPT EN13240




